


Standard Features
*CR80/CR50 Size Combo Card Quide
*Quick-change Ink roller

*One-touch operating cover
*Non-marking rubber feet

*Cover lock/unlock

**NEW On/Off switch on back

**NEW Power cable connection

830 Specifications
* Physical Dimensions:
7” Wide X 9.5” Deep X 6.5” High

(17.7cm Wide X 24.1cm Deep X 16.5cm High)

*Weight: 13.4lbs (6.1 kg)
* Color: Gray
*Electrical Requirements:
110V, 60 hz
220V, 50 hz
*Plastic Cards Accepted:
CR80, .020in. to .030 in.
(.51 mm to .76 mmthickness)
CR50, .020 in. to .030 in.
(.51 mm to .76 mm thickness)
*Station plates: AP1003
(maximum of up to 4 lines embossing
depending on selected format)
* Documents Accepted:

Various size individual formsets up to .018 in.

(.46 mm thick)

Options
*Six digit OCR Metal Date Wheel
*Adjustable forms tray w/guides

*Metal Station Plate Accomodation

*Dry Print Roller

*220V, 50HZ Motor

*Room Jacket Configurations
*Magnetic Print Anvil

NewBold Corporation
450 Weaver Street
Rocky Mount VA 24151
www.newboldcorp.com
800-552-3282
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